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Item 14.  Continued. 
 
CHANGES TO SF 1442 
 
1. Standard Form 1442, First Page, Item No. 13.A.- Change the bid opening time and date from "2 pm, 
local time, 14 November 2001" to "2 pm, local time, 20 November 2001". 
 
CHANGES TO BIDDING SCHEDULE 
 
2.   Replace the Bidding Schedule, with the accompanying new Bidding Schedule bearing the notation 
"ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO. DACA63-02-B-0003."  
 
CHANGES TO SECTION 00100, INSTRUCTIONS, CONDITIONS AND NOTICES TO BIDDERS  
 
3.  Section 00100. – Change FAR 52.214-31 to read as shown on the attached page, bearing the 
notation “ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO. DACA63-02-B-0003.” 
 
CHANGES TO THE SPECIFICATIONS 
 
4.  Replacement Sections - Replace the following section with the accompanying new section of the 
same number and title, bearing the notation "ACCOMPANYING AMENDMENT NO. 0002 TO 
SOLICITATION NO. DACA63-02-B-0003:" 
 
SECTION 09510   ACOUSTICAL CEILINGS 
 
CHANGES TO THE DRAWINGS 
 
5.  Clarification Write-in Changes- Drawings identified for “Bid Option” or “Bid Option 1” are now 
included in the Base Bid. 
 
6.  Replacement Drawings.-  Replace the drawings listed below with the attached new drawings of the 
same number, bearing the notation "AM #0002": 
 
s28.cal Seq 153  S28  FOUNDATION PLAN TYPE A       
s29.cal Seq 154  S29  FOUNDATION PLAN TYPE B & D     
s30.cal Seq 155  S30  FOUNDATION PLAN TYPE C & E      
s31.cal Seq 156  S31  FOUNDATION PLAN TYPE F      
   
 
 
 
 

END OF AMENDMENT 
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             Command and Control Facilities     (Title) 
             Fort Hood, Texas                (Location) 

 
 

 Solicitation No.DACA63-02-B-0003 
 
 
 BIDDING SCHEDULE  
 (To be attached to SF 1442) 
                                                                          
BASE BID:  All work required by the plans and specifications exclusive of 
work required by Option Bid Items. 
 
 Item                               Estimated            Unit    Estimated  
  No.         Description           Quantity     Unit    Price    Amount    
 
 
0001 Two (2) Battalion Command & Control Bldg; complete, including all 

utilities to the 1524 mm line of the building, and all work not listed 
separately.  
      Job  Sum  ***  $_______ 

 
0002 Two (2) Brigade Headquarters Bldgs; complete, including all utilities 

to the 1524 mm line of the building, and all work not listed 
separately.  
      Job  Sum  ***  $_______ 

 
0003 Six (6) Company Operations Facilities; complete, including all 

utilities to the 1524 mm line of the building, and all work not listed 
separately.  
      Job  Sum  ***  $_______ 

 
0004   Drilled Piers 
 
0004AA 460mm (18-In) Drilled Piers      878 LM $_____ $_______ 
 
0004AB 610mm (24-In) Drilled Piers    1,206 LM     $_____ $_______ 
 
0004AC 762mm (30-In) Drilled Piers    1,325 LM       $_____ $_______ 
 
0004AD 915mm (36-In) Drilled Piers   658 LM $_____ $_______   
 
0004AE 1067mm (42-In) Drilled Piers    94 LM $_____ $_______   
 
0005  Site Work: including earthwork, paving, sidewalk, fencing, utilities, 

landscaping and all work not listed separately. 
 
        Job  Sum  ***  $_______ 
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 Solicitation No. DACA63-02-B-0003 
 
 BIDDING SCHEDULE (cont) 
 
 Item                               Estimated            Unit    Estimated  
  No.         Description           Quantity     Unit    Price    Amount    
 
0006 Mobilization and  

 Demobilization    Job Sum ***    $_______ 
 
0007 Final Record Drawings    Job Sum ***    $ 60,500.00 
____________________________________________________________________________ 
 
                                                TOTAL BASE BID  $___________ 
 
Option No. 1:   Not Used 
 
Option No. 2: Additional cost for all work required by the plans and 
specifications for the construction of structural supported foundations in 
lieu of slab on grade. 
 
0008 Additional cost for structural 
 supported foundation in lieu 
 of slab on grade Job Sum *** $_______ 
 
0011 Changes in lengths of Drilled Piers (Note deductive items) 
 
0011AA 460mm (18-In) Drilled Piers -234 LM      $_____ $_______ 
 
0011AB 610mm (24-In) Drilled Piers -223 LM      $_____ $_______ 
 
0011AC 762mm (30-In) Drilled Piers  847 LM      $_____ $_______ 
 
0011AD 915mm (36-In) Drilled Piers  282 LM      $_____ $_______ 

 
                                    TOTAL OPTION NO. 2   $__________  

 
 

   TOTAL BID (BASE BID PLUS OPTION NO. 1 thru 2)  $__________ 
 
Negative numbers should be denoted by a negative sign (-) or 

brackets < > 
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Solicitation No. DACA63-02-B-0003 
 

BIDDING SCHEDULE (cont 
 
NOTES: 
 
1.  ARITHMETIC DISCREPANCIES  (EFARS 14.407-2) 
  

(a)  For the purpose of initial evaluation of bids, the following will 
be utilized in resolving arithmetic discrepancies found on the face of the 
bidding schedule as submitted by bidders:  
  

(1) Obviously misplaced decimal points will be corrected;  
  

(2) In case of discrepancy between unit price and extended price, 
the unit price will govern;  

  
(3) Apparent errors in extension of unit prices will be corrected; 

and  
  

(4) Apparent errors in addition of lump-sum and extended prices 
will be corrected.  

 
(b)  For the purpose of bid evaluation, the Government will proceed on the 
assumption that the bidder intends his bid to be evaluated on the basis of 
the unit prices, the totals arrived at by resolution of arithmetic 
discrepancies as provided above and the bid will be so reflected on the 
abstract of bids.   
  
   (c)  These correction procedures shall not be used to resolve any 
ambiguity concerning which bid is low. 
 
2.  If a modification to a bid based on unit prices is submitted, which 
provides for a lump sum adjustment to the total estimated cost, the 
application of the lump sum adjustment to each unit price in the bid 
schedule must be stated.  If it is not stated, the bidder agrees that the 
lump sum adjustment shall be applied on a pro rata basis to every unit price 
in the bid schedule.  
  
3.  Bidders must bid on all items.  
  
4. Costs attributable to Division 01 - General Requirements are assumed to 
be prorated among bid items listed. 
 
5. Responders are advised that this requirement may be delayed, cancelled or 
revised at any time during the solicitation, selection, evaluation, 
negotiation and/or final award process based on decisions related to DOD 
changes in force structure and disposition of the Armed Forces. 
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Solicitation No. DACA63-02-B-0003 
 

BIDDING SCHEDULE (cont) 
 

NOTES (cont) 
6. For the purpose of this solicitation, the word "item" shall be considered 
to mean "schedule" as used in Provision 52.214-0019, CONTRACT AWARD--SEALED 
BIDDING--CONSTRUCTION, in Section 00100 INSTRUCTIONS, CONDITIONS, AND 
NOTICES TO BIDDERS. 
 
7. EXERCISE OF OPTIONS (SWDR 715-1-1 (16 January 1996)) 
 
The Government reserves the right to exercise the option(s) by 
written notice to the Contractor either singularly or in any combination 
for up to 90 calendar days after award of the Base Bid without an 
increase in the Offeror's Bid Price. Completion of added items shall 
continue at the same schedule as the Base Bid unless otherwise noted in 
Section 01000 CONSTRUCTION SCHEDULE, paragraph 1 entitled SCHEDULE. 
 
8.  ABBREVIATIONS 
 
For the purpose of this solicitation, the units of measure 
are represented as follows: 
 

a. LS (lump sum) 
b. MM (millimeters) 
c. LM (length in linear meters) 

 
 
 END OF BIDDING SCHEDULE 
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52.214-31     FACSIMILE BIDS (DEC 1989) 
 
     (a) Definition.  "Facsimile bid," as used in this solicitation, means a bid, modification of a bid, or withdrawal of a 
bid that is transmitted to and received by the Government via electronic equipment that communicates and 
reproduces both printed and hand-written material. 
     (b) Bidders may submit facsimile bids as responses to this solicitation. These responses must arrive at the place 
and by the time, specified in the solicitation. 
     (c) Facsimile bids that fail to furnish required representations or information or that reject any of the terms, 
conditions, and provisions of the solicitation may be excluded from consideration. 
     (d) Facsimile bids must contain the required signatures. 
     (e) The Government reserves the right to make award solely on the facsimile bid.  However, if requested to do so 
by the Contracting Officer, the apparently successful bidder agrees to promptly submit the complete original signed 
bid. 
     (f) Facsimile receiving data and compatibility characteristics are as follows: 

AM#0002  (1) Telephone number of receiving facsimile equipment:  Telephone numbers are changing: Prior to 12 
Nov 2001, use (817) 978-3166; After 12 Nov 2001, use (817) 886-6408.  

(2) Compatibility characteristics of receiving facsimile equipment (e.g., make and model number, receiving 
speed, communications protocol):  Digital Facsimile Transceiver; Make:  Lanier; Model:  2230; Compatability:  
CCITT Group 2 and 3; Communications:  Half Duplex.  
     (g) If the bidder chooses to transmit a facsimile bid, the Government will not be responsible for any failure 
attributable to the transmission or receipt of the facsimile bid including, but not limited to, the following: 

(1) Receipt of garbled or incomplete bid. 
(2) Availability or condition of the receiving facsimile equipment. 
(3) Incompatibility between the sending and receiving equipment. 
(4) Delay in transmission or receipt of bid. 
(5) Failure of the bidder to properly identify the bid. 
(6) Illegibility of bid. 
(7) Security of bid data. 

(End of clause) 
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SECTION 09510

ACOUSTICAL CEILINGS
08/96

AMENDMENT 0002

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 635 (1995) Manufacture, Performance, and 
Testing of Metal Suspension Systems for 
Acoustical Tile and Lay-In Panel Ceilings

ASTM C 636 (1996) Installation of Metal Ceiling 
Suspension Systems for Acoustical Tile and 
Lay-In Panels 

ASTM E 119 (1995a) Fire Tests of Building 
Construction and Materials

ASTM E 580 (1996) Application of Ceiling Suspension 
Systems for Acoustical Tile and Lay In 
Panels in Areas Requiring Seismic Restraint

ASTM E 1264 (1990) Standard Classification for 
Acoustical Ceiling Products

ASTM E 1414 (1991a) Standard Test for Airborne Sound 
Attenuation Between Rooms Sharing a Common 
Ceiling Plenum

COE TECHNICAL INSTRUCTIONS (TI)

TI 809-04 (1998) Seismic Design for Buildings

UNDERWRITERS LABORATORIES (UL)

UL Fire Resist Dir (1997) Fire Resistance Directory (2 Vol)

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Approved Detail Drawings; G

  Drawings showing suspension system, method of anchoring and 
fastening, details, and reflected ceiling plan.

SECTION 09510  Page 1



Ft Hood FY02 PN: 37102 Command And Control Facilities, Ph I & II FHCC2
ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO. DACA63-02-B-0003

SD-03 Product Data

Acoustical Ceiling Systems; G

  Manufacturer's descriptive data, catalog cuts, and installation 
instructions.  Submittals which do not provide adequate data for 
the product evaluation will be rejected.

SD-04 Samples

Acoustical Units; G

  Two samples of each type of acoustical unit and each type of 
suspension grid tee section showing texture, finish, and color.
SAMPLES TO BE SUBMITTED FOR APPROVAL TO:
   ARCHITECTURAL SECTION
   DESIGN BRANCH
   FORT WORTH DISTRICT

SD-06 Test Reports

Fire Resistive Ceilings; G
Ceiling Attenuation Class and Test; G

  Reports by an independent testing laboratory attesting that 
acoustical ceiling systems meet specified [fire endurance] [and] 
[sound transmission] requirements.  Data attesting to conformance 
of the proposed system to Underwriters Laboratories requirements 
for the fire endurance rating listed in UL Fire Resist Dir may be 
submitted in lieu of test reports.

SD-07 Certificates

Acoustical Units; G

  Certificate attesting that the mineral based acoustical units 
furnished for the project contains recycled material and showing 
an estimated percent of such material.

1.3   GENERAL REQUIREMENTS

Acoustical treatment shall consist of sound controlling units mechanically 
mounted on a ceiling suspension system.  The unit size, texture, finish, 
and color shall be as specified.  The Contractor has the option to 
substitute inch-pound (I-P) Recessed Light Fixtures (RLF) for metric RLF.  
If the Contractor opts to furnish I-P RLF, other ceiling elements like 
acoustical ceiling tiles, air diffusers, air registers and grills, shall 
also be I-P products.  The Contractor shall coordinate the whole ceiling 
system with other details, like the location of access panels and ceiling 
penetrations, etc., shown on the drawings.  If I-P products are used, the 
Contractor shall be responsible for all associated labor and materials and 
for the final assembly and performance of the specified work and products.  
The location and extent of acoustical treatment shall be as shown on the 
approved detail drawings.  Reclamation of mineral fiber acoustical ceiling 
panels to be removed from the job site shall be in accordance with 
paragraph RECLAMATION PROCEDURES.

1.4   DELIVERY AND STORAGE

Materials shall be delivered to the site in the manufacturer's original 
unopened containers with brand name and type clearly marked.  Materials 
shall be carefully handled and stored in dry, watertight enclosures. 

SECTION 09510  Page 2
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Immediately before installation, acoustical units shall be stored for not 
less than 24 hours at the same temperature and relative humidity as the 
space where they will be installed in order to assure proper temperature 
and moisture acclimation.

1.5   ENVIRONMENTAL REQUIREMENTS

A uniform temperature of not less than 16 degrees C  nor more than 29 
degrees C  and a relative humidity of not more than 70 percent shall be 
maintained before, during, and after installation of acoustical units.

1.6   SCHEDULING

Interior finish work such as plastering, concrete and terrazzo work shall 
be complete and dry before installation.  Mechanical, electrical, and other 
work above the ceiling line shall be completed and heating, ventilating, 
and air conditioning systems shall be installed and operating in order to 
maintain temperature and humidity requirements.

1.7   WARRANTY

Manufacturer's standard performance guarantees or warranties that extend 
beyond a one year period shall be provided.  Standard performance guarantee 
or warranty shall contain an agreement to repair or replace acoustical 
panels that fail within the warranty period.  Failures include, but are not 
limited to, sagging and warping of panels; rusting and manufacturers 
defects of grid system.

1.8   EXTRA MATERIALS

Spare tiles of each color shall be furnished at the rate of 5 tiles for 
each 1000 tiles installed.  Tiles shall be from the same lot as those 
installed.

PART 2   PRODUCTS

2.1   ACOUSTICAL UNITS

Acoustical units shall conform to ASTM E 1264, Class A, and the following 
requirements:

2.1.1   Units for Exposed-Grid System 

Type:  IV (mineral fiber with membrane-faced overlay).  Type IV acoustical 
units shall have a minimum recycled material content of 18 percent.

Minimum NRC:  70 when tested on mounting No. E-400

Pattern:  E.

Nominal size:  600 by 600 mm. 

Edge detail:  AM2 BEVELED TEGULAR.

Finish:  Factory-applied standard finish.

Minimum LR coefficient:  89.

Minimum CAC:  35.

2.2   SUSPENSION SYSTEM

Suspension system shall be standard exposed-grid  standard width flange, 
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and shall conform to ASTM C 635 for intermediate-duty systems.  Surfaces 
exposed to view shall be aluminum or steel with a factory-applied white 
baked-enamel finish.  Wall molding shall have a flange of not less than 23 
mm .  Inside and outside corner caps Standard corners shall be provided.  
Suspended ceiling framing system shall have the capability to support the 
finished ceiling, light fixtures, air diffusers, and accessories, as shown. 
 The suspension system shall have a maximum deflection of 1/360 of span 
length.  Seismic details shall conform to the guidance in TI 809-04 and 
ASTM E 580 .

2.3   HANGERS

Hangers shall be galvanized steel wire.  Hangers and attachment shall 
support a minimum 1330 N ultimate vertical load without failure of 
supporting material or attachment.

2.4   ACCESS PANELS

Access panels shall match adjacent acoustical units and shall be designed 
and equipped with suitable framing and fastenings for removal and 
replacement without damage.  Panel shall be not less than 300 by 300 mm or 
more than 300 by 600 mm.   An identification plate of 0.8 mm  thick 
aluminum, 19 mmin diameter, stamped with the letters "AP" and finished the 
same as the unit, shall be attached near one corner on the face of each 
access panel.

2.5   FINISHES

Acoustical units and suspension system members shall have manufacturer's 
standard textures, patterns and finishes as specified.  Ceiling suspension 
system components shall be treated to inhibit corrosion.

2.6   COLORS AND PATTERNS

Colors and patterns for acoustical units and suspension system components 
shall be as specified in Section 09915 COLOR SCHEDULE.

2.7   CEILING ATTENUATION CLASS AND TEST

Ceiling attenuation class (CAC) range of acoustical units, when required, 
shall be determined in accordance with ASTM E 1414.  Test ceiling shall be 
continuous at the partition and shall be assembled in the suspension system 
in the same manner that the ceiling will be installed on the project.  
System shall be tested with all acoustical units installed.

PART 3   EXECUTION

3.1   INSTALLATION

Acoustical work shall be provided complete with necessary fastenings, 
clips, and other accessories required for a complete installation. 
Mechanical fastenings shall not be exposed in the finished work.  Hangers 
shall be laid out for each individual room or space.  Hangers shall be 
placed to support framing around beams, ducts, columns, grilles, and other 
penetrations through ceilings.  Main runners and carrying channels shall be 
kept clear of abutting walls and partitions.  At least two main runners 
shall be provided for each ceiling span.  Wherever required to bypass an 
object with the hanger wires, a subsuspension system shall be installed, so 
that all hanger wires will be plumb.

3.1.1   Suspension System

Suspension system shall be installed in accordance with ASTM C 636 and as 
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specified herein.  There shall be no hanger wires or other loads suspended 
from underside of steel decking.

3.1.1.1   Plumb Hangers

Hangers shall be plumb and shall not press against insulation covering 
ducts and pipes.

3.1.1.2   Splayed Hangers

Where hangers must be splayed (sloped or slanted) around obstructions, the 
resulting horizontal force shall be offset by bracing, countersplaying, or 
other acceptable means.

3.1.2   Wall Molding

Wall molding shall be provided where ceilings abut vertical surfaces.  Wall 
molding shall be secured not more than 75 mm from ends of each length and 
not more than 400 mm  on centers between end fastenings.  Wall molding 
springs shall be provided at each acoustical unit in semi-exposed or 
concealed systems.

3.1.3   Acoustical Units

Acoustical units shall be installed in accordance with the approved 
installation instructions of the manufacturer.  Edges of acoustical units 
shall be in close contact with metal supports, with each other, and in true 
alignment.  Acoustical units shall be arranged so that units less than 
one-half width are minimized.  Units in exposed-grid system shall be held 
in place with manufacturer's standard hold-down clips, if units weigh less 
than 5 kg per square m  or if required for fire resistance rating.

3.2   CEILING ACCESS PANELS

Ceiling access panels shall be located directly under the items which 
require access.

3.3   CLEANING

Following installation, dirty or discolored surfaces of acoustical units 
shall be cleaned and left free from defects.  Units that are damaged or 
improperly installed shall be removed and new units provided as directed.

3.4   RECLAMATION PROCEDURES

Ceiling tile, designated for recycling by the Contracting Officer, shall be 
neatly stacked on 1220 by 1220 mm  pallets not higher than 1220 mm .  
Panels shall be completely dry.  Pallets shall then be shrink wrapped and 
symmetrically stacked on top of each other without falling over.  Disposal 
shall be in accordance with Section 02220 DEMOLITION.

        -- End of Section --
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